
YOUR POWER BILL HAS CHANGED.

Did you know that from 1st July 2015, Energex 
changed the way they calculate your Peak 
Demand electricity. They moved from the current 
kilowatt-based (kW) demand charges to the kilovolt 
ampere (kVA) system. Demand charges based on 
kVA are a more accurate measure of the impact 
customers peak demand has on the network. While 
you can’t change when your peak consumption 
occurs, you can improve how your power is used.

WHAT DOES THIS MEAN FOR YOUR BUSINESS?

Power factor is a measure of how effective 
incoming power is being used by your electrical 
equipment and is expressed as a numerical value 
between zero (worst) and one (best). The higher 
the power factor, the more effective your electrical 
equipment is being used. For example, a power 
factor of 0.7 means that 70% of power being 
supplied to the equipment is being used effectively, 
and 30% unnecessarily wasted (which you are 
being charged for).

HOW CAN YOU IMPROVE YOUR POWER 
FACTOR?

By installing a Dynamic Power Factor Correction 
(PFC) equipment called Capacitor Banks, you can  
quickly correct energy supply ineffciencies.

CMBM Facility Services is equipped to complete 
energy audits to determine your actual Power 
Factor Rating and supply a customised configured 
correction device. So if your power bill is $20,000 per 
year, and your only using 70% of what you’re being 
supplied, you could have the potential to save 
$6,000 per year.

READY TO GET STARTED?

Simply fill out the attached energy authority letter 
and we can take the first step in assessing your 
energy needs.

Contact us to become more energy effccent
Emacl:  helpdesk@cmbm.com.au
Phone: 1800 26 26 37 (1800 CMBM FS)
www.cmbm.com.au

Take control of your electrcccty charges.
Correct energy supply cneffccencces annd renduce your costs.
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